
Brittany Supply, Inc. 

Material Safety Data Sheet 

 

SECTION I - PRODUCT IDENTIFIER 
 

PRODUCT NAME: O2 COOL PRODUCT NUMBER: 5555     

  

 

SUPPLIER:    BRITTANY SUPPLY, INC. 

  1301 Sand Hill Road. 

  CANDLER, N.C. 28715 

PHONE: 828-665-1618 

 

SECTION II - PHYSICAL DATA 
 

BOILING POINT: ~185 F FREEZING POINT: N/A     

SPECIFIC GRAVITY (H20=1):1.26  VAPOR DENSITY (AIR=1): >1     

EVAPORATION RATE (Butyl Acetate=1): N/A     SOLUBILITY IN WATER: Complete     

APPEARANCE AND ODOR: Thick blue liquid, pine odor.     

 

SECTION III - HAZARDOUS INGREDIENT/INFORMATION 

 
INGREDIENTS     PERCENT TLV  PEL   CAS#   

Pine oil      01-05  N/E  N/E   8002-09-3 

Oxirane      0.1  1ppm  1ppm   9016-45-9 

Coconut diethanolamide    01-05  15mg/m3 15mg/m3  68603-42-9 

SECTION IV - HEALTH HAZARD DATA 

 
EFFECT OF ACUTE EXPOSURE: May cause slight irritation to eyes.  Excessive inhalation may cause irritation of nasal and 

respiratory passages.  Can cause gastrointestinal irritation if ingested.  Aspiration of material into lungs can cause chemical 

pneumonitis.  Minimal toxicity. 

EFFECT OF CHRONIC EXPOSURE: Frequent and prolonged contact may cause irritation. 

CARCINOGENICITY - NTP: N/A IARC: N/A     OSHA 

REGULATED: N/A     

    

 

EMERGENCY FIRST AID PROCEDURE: 

INGESTION Do not induce vomiting.  Seek medical attention immediately. 

SKIN CONTACT Wash with soap and water.  If irritation persists, seek medical attention. 

INHALATION Remove to fresh air.  Seek medical attention immediately. 

EYE CONTACT Flush with large amounts of cool running water for at least 15 minutes while holding upper and lower lids open.  

If irritation persists, get medical attention immediately. 

 

SECTION V - REACTIVITY DATA 
 

STABILITY: Stable CONDITIONS TO AVOID: N/A     

INCOMPATIBILITY: Avoid strong oxidizing agents.     HAZARDOUS POLYMERIZATION: Will not occur.     

HAZARDOUS DECOMPOSITION:CO,CO2      

 

SECTION VI - SPILL OR LEAK PROCEDURE 
 

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:  Maintain local exhaust and adequate ventilation.  

Cover with absorbent material and sweep up.  Wash area to prevent slipping.  Dispose of soaked absorbent material in accordance with 

state, local, and federal regulations. 
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SECTION VII - SPECIAL PROTECTION INFORMATION 
 

RESPIRATORY PROTECTION:  None needed with proper use.  

VENTILATION -  LOCAL EXHAUST: Needed to keep TLVs 

below acceptable limits.     

MECHANICAL (General): Adequate ventilation.     

PROTECTIVE GLOVES: Use chemical resistant gloves if 

excessive hand contact will be made.     

EYE PROTECTION: Safety glasses if it is anticipated that a 

splash will occur.  Otherwise none.     

      

 SECTION VIII - FIRE AND EXPLOSION HAZARD DATA 

 
FLASH POINT: None to boiling. EXTINGUISHING MEDIA: Water, foam, CO2, dry media.  

FLAMMABLE LIMITS: N/A     SPECIAL FIREFIGHTING PROCEDURES: Wear self contained 

breathing apparatus and protective clothing.  Cool fir exposed containers to 

prevent rupturing.     

AUTOIGNITION TEMPERATURE: N/A     UNUSUAL FIRE & EXPLOSION HAZARDS: Containers may rupture or 

vent when exposed to extreme temperature or fire.  

  

SECTION IX -SPECIAL PRECAUTIONS 
Keep out of the reach of children.  For industrial and institutional use only.  Store in a cool dry area away from heat or open flame.  Do 

not re-use empty containers. 

 

HMIS RATING 

HEALTH:   1 FIRE:   0     REACTIVITY:   0     PERSONAL PROTECTION:  

 B     

 

 
The information contained herein is based on data available to us and is believed to be correct. However, we make no warranty, expressed or implied regarding the 

accuracy of this data or the results to be obtained from the use thereof. Brittany Supply assumes no responsibility for injury from the use of the product described 

herein. 


